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RE2212 Technical details

Processor 2 x Socket E (LGA 4677)
4th / 5th Generation Intel® Xeon® Scalable Processor Family (350w)

Chipset Intel C741 Chipset

Memory Total Slots : 32 ( 8-channel per CPU, 16 DIMM per CPU )

Capacity : Maximum up to 4TB(DDR5) + 8TB (Crow Pass)

Memory Type : DDR5 4800/4400 RDIMM/3DS RDIMM

Intel Optane persistent memory 300 series (Crow Pass)

Memory Size : 64GB, 32GB, 16GB RDIMM / 256GB, 128GB 3DS RDIMM /
512GB, 256GB, 128GB Intel Optane persistent memory 300 series (Crow Pass)

Expansion Slots Up to 9 PCle slot (“2 CPU” Active Mode) :
* 6 x PCle Gen5 x8 link or ** 3 x PCle Gen5 x16 link (FHFL or FHHL),
* 2 x PCle Gen5 x8 link or ** 1 x PCle Gen5 x16 link (FHFL or FHHL)
* ex) x8 "All link Mode" = Total 8 x PCle Gen5
** ex) x16 "All link Mode" = Total 4 x PCle Gen5
1 x PCle Gen5 x16 LP = (1) LP size slot or (2) for RAID Card slot
2 x M.2 Slot : Support SATA 6Gb/s, PCle Gen4 x8

Storage SATA Controller :

SATA Intel® C741 Chipset

Support software SATARAID 0, 1, 10, 5
SAS Controller :

Optional SAS 12G RAID card

Optional SAS 12G HW RAID card

Drive Bays 12 x 3.5% or 2.5” Hot-swap drives bays

(12bays = 8 x NVMe/SATA/*SAS Supported + 4 x NVMe/SATA Supported)
*HBA/RAID card is required to support SAS hard drives
*Support tri-mode card (only for storage bays 1 ~ 8)

oDD [ Optional ] Slim type DVD-Multi / DVD-RW / DVD-ROM
Graphic (Onboard) 2D Video Graphic Adapter with PCle bus interface
Networking 1 x Quad Port 1GbE LAN + 1 x Management LAN port
OS Support Windows Server

RedHat Enterprise Linux
SUSE Linux Enterprise Server

CentOS

Ubuntu

Rocky Linux

ESXi * AtMIt 21 LIE2 GAF SH0|A| & ZZESIML.
Management On-Board ASMB11-iKVM for KVM-over-IP

Dimension(D xW x H) 840 x 447 x 88 mm (2U)

Power Supply 1600W High-Efficiency Redundant(1+1) Power Supply
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